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DEEP CREEK TENTATIVE TRACT 16569 
TRAFFIC IMPACT ANALYSIS (REVISED) 

SAN BERNARDINO COUNTY, CALIFORNIA 
 

1.0 INTRODUCTION  
 

This report summarizes the traffic impact analysis conducted to assess the potential 

impacts of the proposed development on the roadway system in the study area.  The 

report has been revised to reflect the new opening year of the project; 2015 is now the 

anticipated opening year of the project (instead of 2009).  The report has been revised 

repeatedly in response to comments received from various local agencies who have 

received the report.  The letters responding to each set of comments are included in 

Appendix “N” of this report.  The proposed development is located in the County of San 

Bernardino.  The Deep Creek (TT 16569) project is proposed to include 202 single family 

dwelling units.  The general location of the project site is presented on Exhibit 1-A.   

 

Exhibit 1-B depicts the study area limits of the report.  Intersection analysis locations have 

been selected based (at a minimum) on where anticipated project passenger car 

equivalent (PCE) volumes equal or exceed 50 two way trips during the AM or PM peak 

hour.  The study area for the traffic analysis was determined in consultation with County 

staff and includes additional intersections (where less than 50 peak hour project trips are 

anticipated) to ensure that potential project impacts are considered.   

 

The introduction to this report presents an overview of the project and provides a brief 

description of the study area.  The analysis methodologies used to evaluate the impacts of 

the project are described and the definitions of roadway system deficiencies and 

significant project impacts are presented in the context of the County of San Bernardino 

CMP and CEQA requirements. 

 

Subsequent sections of the report will describe the project in detail and provide a 

complete description of existing and projected traffic conditions within the study area.  
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SOURCE ESTIMATED FEE
South/East Apple Valley Local Area Transportation Facilities Plan $360,570
Off-Site Improvements Project Fair Share (Not in Fee Program) $137,813
Lemon Street Crossing $114,118
OFF-SITE IMPROVEMENTS TOTAL COSTS $612,501
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